
Moisture Analysis of
Paints and BasesMethod Note

SAM 255ᵀᴹ

Systems

SAM 255

Equipment

Drawdown Bar (ex: BYK 3 mil PA: 5273-408)
Drawdown Charts
SAM 255 with Workstation
Spectrophotometer (ex: X-Rite SP 60 Series)

Parameters

Procedure 

1.  Apply the paint and base to the drawdown chart in an even coat using a 3 mil drawdown bar.  
2.  Then transfer the chart to the SAM‐255 and begin the method described above.
3.  Press the START key to begin the drying of the chart.  The instrument will maintain the programmed temperature during 
the dwell time.
4.  When the program is complete, an audible beep will be heard, signaling the end
of the programmed time.
5.  Remove drawdown chart and measure with Spectrophotometer
6.  To process additional samples using the same method, repeat the applicable above
steps.
7.  To end the method and return to the CEM Method Menu, press the HOME key twice.

Sample Preparation

Mix sample well before sampling.

Notes

Spectrophotometer: *L‐measurement of lightness of an object and ranges from 0 (black) to 100(white), a‐measurement of 
redness (positive) or greenness (negative), b‐measurement of yellowness (positive) or blueness (negative).

Dwell Time (minutes) Temperature (°C) Sample Size (g)Stage

4 (100% Power) 50 -1

0.5 (0% Power) 0 -2

350


